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Technical information

GENERAL
Housing Die-cast aluminum Pull wire included Yes, for post-top versions
Finish Polyester powder-coating Sea-side coating Available upon request
AKZO 900 grey sanded
Colour
Any RAL or AKZO colour upon request
DIMENSIONS
L1 1650mm | 657
L2  1050mm | 41”
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KEMA

Schréder

PRODUCT VARIANTS

To pole To luminaire
Type Length Reference Diameter Tube penetrating | Enclosing wall Diameter Enclosing Penetrating Lat.:eral_ on pole
(mm) (male) (female) (female) (male) min. diameter
Single enclosing @60 1100 KEM120P ©60 L100 X - 260 X X -
Single penetrating @76 1100 KEM125P Q76 X - ?60 X X
Double enclosing @60 1100 KEM220P ©60 L100 X - 260 X X -
Double penetrating @76 100 KEM225P Q76 X - ?60 X X
Lateral & Wall 515 KEMO10P - - X 260 X X MIN > @65mm
Note: this be combined with
LUMINAIRE COMPATIBILITY - Thc weght of the luminaire
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KEMA Top single enclosing 1100 KEM120P X X X X X X X X X X X ¢} X X X X X X X X X
KEMA Top single penetrating 1100 KEM125P X X X X X X X X X X X X o X X X X X X X X X X X
KEMA Top double enclosing 1100 KEM220P X X X X X X X X X X X X X @] X X X X X X X X X X X
KEMA Top double penetrating 1100 KEM225P X X X X X X X X X X X X X @] X X X X X X X X X X X
KEMA Lateral & Wall 515 KEMO10P X X X X X X X X X X X X X o X X X X X X X X X X X
Note: For luminaires weighing more than 18kg, please contact us x = standard available / o = optior
INFORMATION FOR EN40 CALCULATION
Endpoint Endpoint
Centre of Centre of :
Length bracket on bracket on CxS Weight
Name Reference Type (mm) pres(snt.qu:)on X pres(srﬂl;z)on z X (mounting Z (mounting (m?) (k)
point - mm) point - mm)
KEMA top single enclosing KEM120P & :
©60 & penetrating 076 KEM125P Single 1100 425 155 s 190 0.14 9.95
KEMA top double enclosing KEM220P &
260 & penetrating 376 KEM225P Double 1100 0 165 ms 190 0.24 14.3
KEMA lateral & wall KEMO10P Lateral & Wall 515 215 75 515 80 0.07 2.7
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